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A
s

a
condition

ofthe
w

arranty,the
um

brella
m

ustbe
m

aintained
and

cleaned
regularly.

T
he

period
and

nature
ofthe

m
aintenance

requirem
ents

depends
on

the
exposure

ofthe
um

brella
to

clim
atic

conditions
(rain,hail,w

ind)

and
airborne

pollutants
(leaves,dust,pollutants,bird

droppings,sea

air,etc).

T
he

um
brella

needs
to

be
m

aintained
as

often
as

w
indow

glass
ora

car
w

ould
need

to
be

inspected
and

cleaned
ifkeptin

the
sam

e

environm
ent.

P
erio

d
ic

In
sp

ectio
n

s.

T
he

recom
m

ended
period

for
inspections

and
cleaning

is
no

longer

than
3

m
onths.

In
areas

ofhigh
hum

idity
the

period
should

be
1

m
onth

betw
een

inspections
and

cleaning.

T
he

periodic
inspection

includes:

T
o

the
fabric

m
em

brane:

-
tears

on
the

sides
and

inside
ofthe

fabric
m

em
brane.

-
peeling

offatthe
seam

w
elds.

-
broken

yarns
and

tears
atthe

sew
n

sections.

-
sm

allholes,cuts
etc

in
the

fabric
m

em
brane.

-
abrasion

ofthe
fabric

(againsttree
branches,lights,etc).

-
heavy

build
up

on
the

surface
(dead

leaves,insects,pollution
etc).

-
tension

in
the

cables
should

be
taut(notsagging

dow
n)

-
tension

in
the

fabric
should

be
'drum

like'(w
hen

hitw
ith

an
open

hand)
and

should
neverbe

'slack'.

T
o

the
fram

e

-
fraying

ofcables
and

w
ebbing

loops.

-
scratches

and
dam

age
to

the
pow

dercoatfinish.

-
excessive

distortion,dam
age

and
corrosion.

-
tightness

ofconnections.

-
tightness

ofhold
dow

n
bolts

atthe
base.

-
corrosion

to
hold

dow
n

bolts.

-
crum

bling
ofgroutunderthe

base
plate.

W
hen

carrying
outthe

inspections
ifany

signs
ofthe

above
are

noticed,the
m

anufacturer
should

be
inform

ed
and

advice
w

illbe
given

as
to

w
hataction

is
needed.

S
tain

less
steelcables

T
he

stainless
steelcables

and
shackles

should
be

regularly
cleaned

by
rem

oving
dust,insects,spider

w
ebs

etc
w

ith
a

softbrush
and

w
ater.

W
ash

w
ith

w
ater

and
detergentusing

a
sponge

orbrush
and

rinse
w

ith
clean

fresh
w

ater.W
ipe

overw
ith

a
dam

p
cloth.

E
nsure

th
atallsoiling

and
d

eterg
entis

fu
lly

w
ash

ed
o

ffall
com

p
o

n
ents

ofthe
u

m
b

rella.

F
or

further
cleaning

instructions
please

contactthe
m

anufacturer.
In

som
e

A
ustralian

states,B
irdair

Inc.offers
a

scheduled
um

brella
cleaning

and
m

aintenance
service

using
trained,accredited

personnel.
C

allyour
localB

irdairInc.office
form

ore
details.

N
ote

1.
S

om
e

regions
have

statutory
bodies

(eg.E
nvironm

entalP
rotection

A
gency,localcouncilauthorities,landlords,etc)

w
hich

issue
specific

requirem
ents

regarding
the

use
ofw

ater
and/or

cleaning
agents

in
outdoor

areas.B
irdair

Inc.recom
m

ends
thata

check
ofthe

requirem
ents

forthe

site/region
be

m
ade

before
undertaking

any
cleaning

w
orks.

F
abric

m
em

brane
(canopy)

S
eam

w
eld

H
old

dow
n

bolts
B

ase
plate

P
ow

der
coatfinish

to
fram

e

S
tainless

steel
cables

W
ebbing

loops
&

sew
n

section

S
ew

n
edge

S
pecific

In
sp

ections
S

pecific
inspections

should
be

perform
ed

im
m

ediately
afteran

unusualor
exceptionalevent,w

hich
includes:

-
storm

w
ith

w
inds

over45
m

ph.
-

heavy
snow

fallorhail.
-

im
pactby

heavy
objects

thatm
ay

cutorabrade
the

fabric
and

w
ebbing.

-
im

pactby
heavy

objectthatm
ay

dam
age

oroverstress
the

steel
fram

e.
-

vandalism
.

-
ponding

ofstorm
w

ater,snow
or

hailon
the

fabric
m

em
brane.

-lightning
strike.

-
earthquake.

-
initialerection

and
tensioning

ofthe
um

brella.
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F
ab

ric
M

em
b

rane
C

an
opy

C
lean

the
canopy

ifthe
fabric

has
becom

e
very

dirty
orthe

recom
m

ended
m

aintenance
period

of3
m

onths
has

been
exceeded.

B
rush

dow
n

the
fabric

using
a

softbrush
and

w
aterto

rem
ove

the
build

up
ofdirtand

superficialstains.
W

ork
on

the
m

ostexposed
side

first.
S

pray
or

sponge
cold

or
lukew

arm
w

aterw
ith

a
1%

to
5%

concentration
ofnorm

alhousehold
liquid

detergent
on

the
m

em
brane.

(dishw
ashing

liquids
"gentle

on
hands"

are
adequate

and
w

illnot
dam

age
the

m
em

brane
coating)

W
ash

using
a

sponge
orsoftcloth

then
rinse

offw
ith

low
pressure

clean
fresh

w
aterto

rem
ove

dirtand
detergent.
N

O
T

E
:U

nder
N

O
circum

stances
are

abrasive
cleaners,scrubbing

brushes,bleach
or

high
pressure

w
ater

blastto
be

used
on

the
fabric,

as
these

w
illdam

age
the

surface
coatings.

F
ram

e
T

he
steelfram

e
should

be
cleaned

as
often

as
itw

ould
take

to
keep

clear
glass

in
the

sam
e

location
free

ofresidues.
W

ash
loose

dirt,salt
residues

and
grim

e,w
ith

fresh
clean

w
ater.U

se
a

pH
neutral

detergent,clean
fresh

w
ater

and
a

sponge,to
rem

ove
rem

aining
dirt,

grim
e

and
salts.

R
inse

clean
w

ith
fresh

clean
w

ater.
P

olish
w

ith
a

non-abrasive
auto

polish,ifrequired.
N

O
T

E
:

D
o

notuse
abrasive

(cutting
com

pound)auto
polishers,

abrasive
cleaners,bleach

or
high

pressure
w

aterblast.
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A
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m
brellas

C
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R
ecom

m
endations

c
B

irdair
Inc.T

his
draw

ing
m

ustnotbe
copied,retained

or
used

w
ithoutperm

ission
w

w
w

.birdairum
brellas.com

sales@
birdairum

brellas.com
B

irdair
Inc.


